CHRISTY G5 (OR APPROVED EQUAL FOR
6" MIN POTABLE WATER) CONCRETE VALVE BOX
CONCRETE WITH TRAFFIC BOX LID; FOR
NON-POTABLE WATER SEE NOTE 2

6" (TYP.) FIN. GRADE
FIN GRADE |,

N | 3" MIN. I :

| R N R,
OVERLAP 4/\/\/\\\
JORRR S

"MIN. [ 8" MIN. |

x PVC SDR 35 OR

APPROVED EQUAL PIPE
RISER (SEE NOTES 1 & 3)

I

TRAFFIC NON-TRAFFIC
VALVE BOX VALVE BOX

NOTES:
1. VALVE BOX RISER TO BE SET PLUMB AND CENTERED OVER WATER VALVE NUT.

2. VALVE BOXLIDS INSTALLED ON NON-POTABLE WATER LINES SHALL BE TRIANGULAR

(CHRISTY G4 OR APPROVED EQUAL), 12-3" ON EACH SIDE WITH WORDS "NON-POTABLE
WATER" CAST ON TO THE LID USING A LETTER SIZE AND LAYOUT AS APPROVED BY THE
CITY ENGINEER; LIDS SHALL BE COLOR-CODED PURPLE.

RISER SHALL BE USED WHENEVER VALVES ARE INSTALLED OVER 1 FOOT DEEP FROM
FINISHED GRADE.

(Not To Scale)
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D&L SUPPLY A-1024 BP (OR APPROVED EQUAL) MANHOLE
FRAME AND COVER MARKED AS SHOWN BELOW
2" A.C. MIN (DELEATE IN UNPAVED AREAS)

CONCRETE

24" GRADE RINGS,
12" MAXIMUM TOTAL HEIGHT

24" TO 48"0 ECCENTRIC
MANHOLE CONE

/ 48" MANHOLE BARREL SECTIONS

0.0, 0.0
RIS
XXX

Q

XK

X2
QR

MANHOLE COVER

SLOPE: 2" IN 12"

8" MIN. - 8" MIN. ——,"

8" MIN.

NOTES: ”‘ T MANHOLE BASE

. FORPIPES UP TO 21" IN DIAMETER; SEE SS-3 FOR SEWER LINE 20' OR DEEPER.
FORM BASE TO PROVIDE A SMOOTH FLOW CHANNEL.
ALL CONCRETE TO BE CLASS A, 3000 P.S.1. MIN.
1:3 GROUT MIX OR 3" RAM-NEK JOINT COMPOUND (OR APPROVED EQUAL) IN ALL JOINTS INSIDE AND OUT.
ALL MANHOLES SHALL BE VACUUM TESTED PER CITY SPECIFICATIONS.
MANHOLE BASE SHALL EXTEND 18" OUTSIDE BARREL WHEN CONSTRUCTED IN SAND.
BACKFILL AROUND MANHOLE SHALL BE CLASS Il A.B. COMPACTED TO 95%.

NEW MANHOLE WITH SEWER MAIN > 10" DIA. SHALL BE EPOXY COATED WITH
MADEWELL MAINSTAY DS-5 OR APPROVED EQUAL.

INTERCEPTOR MANHOLES ON EXISTING SEWER MAINS OR TRUNK LINES SHALL BE EPOXY
COATED IRRESPECTIVE OF SEWER MAIN SIZE. (Not To Scale)
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D&L SUPPLY A-1024 BP (OR APPROVED EQUAL) MANHOLE
FRAME AND COVER MARKED AS SHOWN BELOW

2" A.C. MIN. (DELETE IN UNPAVED AREAS)

CONCRETE

24"03 GRADE RINGS,
12" MAXIMUM TOTAL HEIGHT

24" TO 60"0 ECCENTRIC
MANHOLE CONE

& / 60" MANHOLE BARREL SECTIONS

_ 5"WALL
(TYP.)

Q 0.0.0.
0. 0:0,9.0.0.0
LRRKKEN
N

A A

MANHOLE BASE MANHOLE COVER
_

o | 8"MIN.
S RN © S Y A
N I 8" MIN.
NOTES: 1
. FOR PIPES LARGER THAN 21" IN DIAMETER AND WHERE SEWER LINE IS 20' OR MORE IN DEPTH.
. FORM BASE TO PROVIDE A SMOOTH FLOW CHANNEL.

. ALL CONCRETE TO BE CLASS A, 3000 P.S.I. MIN.

. 1:3 GROUT MIX OR 3" RAM-NEK JOINT COMPOUND (OR APPROVED EQUAL) IN ALL JOINTS,
INSIDE AND OUT.
. ALL MANHOLES SHALL BE VACUUM TESTED PER CITY SPECIFICATIONS.

. BACKFILL AROUND MANHOLE SHALL BE CLASS Il A.B. COMPACTED TO 95%.

. SEWER MANHOLE SHALL BE EPOXY COATED WITH MADEWELL MAINSTAY
DS-5 OR APPROVED EQUAL. (Not To Scale)
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