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April 27, 2023
ADDENDUM NO. 1

Pavement Management Program 2023 (Asphalt)
CIP Project No. 336-31702

NOTICE TO BIDDERS:

The following clarifications, amendments, additions and/or deletions as set forth herein shall apply to the
above project contract documents and shall be made a part thereof and shall be subject to all the
requirements thereof as though originally specified and/or shown. Submitters shall assure themselves
that all addendum changes have been incorporated into their proposal.

A. ADDITIONS/DELETIONS

1. Replace the following in SECTION 01015 — SUMMARY OF BID ITEMS, 1.2 BID SCHEDULE,
in the Technical Specifications:

V. Bid Item 22 — 10” Dig Out (Contingency)

A. 10” Dig Out (Contingency) shall be measured by square feet and paid for in
accordance with Article 8 of the General Conditions.

B. The work associated with 10” Dig Out (Contingency) shall include full compensation
for furnishing all transportation, labor, materials, tools, equipment, and incidentals
necessary to perform all work involved in 10” Dig Out, including but not limited to,
sawcutting; root cutting; excavation; demolition; subgrade preparation; disposal of
excess materials; preparation for aggregate base and asphalt concrete; transporting,
storing, placing, moisturizing, and compacting aggregate base; transporting and
placing geogrid or pavement fabric; transporting, placing, and compacting asphalt
concrete; associated traffic control; testing; and complying with the requirements as
specified in this section, as described in the Contract Documents, as shown on the
plans, as specified herein, and as directed by the City Engineer.

C. The 10” Dig Out occurs after the grinding operation. The section for the 10” Dig Out
shall be 4” of Asphalt Concrete over 6” of Aggregate Base.

D. Please note that 10” Dig Out includes the cost of aggregate base and asphalt
concrete while 12” Dig Out does not include the cost of aggregate base and asphalt
concrete.

2. Replace the following in SECTION 03400 — ASPHALT CONCRETE, 3.3 10” DIG OUTS, in
the Technical Specifications:

A. Once the grinding work is completed on a street, the exposed roadway surface shall be
inspected in the presence of the City Engineer to identify any yielding or failure areas.
The limits of all yielding areas or failure areas will be delineated and agreed to by the City
Engineer prior to dig out. This work shall be completed a minimum one day prior to
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overlaying the street and shall be adequate temperature and non-yielding prior to
overlaying the roadway.

B. For pavement failure repair areas the Contractor shall remove the roadway structural
section and replace with full depth asphalt concrete pavement. Asphalt concrete
pavement shall be installed in accordance with this Section.

C. The 10” Dig Out occurs after the grinding operation. The section for the 10” Dig Out shall
be 4” of Asphalt Concrete over 6” of Aggregate Base.

3. Replace the following in SECTION 03400 — ASPHALT CONCRETE, 4.1 MEASUREMENT
AND PAYMENT, in the Technical Specifications:

A. The work associated with 10” Dig Out (Contingency) shall include full compensation for
furnishing all transportation, labor, materials, tools, equipment, and incidentals necessary
to perform all work involved in 10” Dig Out, including but not limited to, sawcutting; root
cutting; excavation; demolition; subgrade preparation; disposal of excess materials;
preparation for aggregate base and asphalt concrete; transporting, storing, placing,
moisturizing, and compacting aggregate base; transporting and placing geogrid or
pavement fabric; transporting, placing, and compacting asphalt concrete; associated traffic
control; testing; and complying with the requirements as specified in this section, as
described in the Contract Documents, as shown on the plans, as specified herein, and as
directed by the City Engineer.

B. The 10” Dig Out occurs after the grinding operation. The section for the 10” Dig Out shall
be 4” of Asphalt Concrete over 6” of Aggregate Base.

C. Please note that 10” Dig Out includes the cost of aggregate base and asphalt concrete
while 12” Dig Out does not include the cost of aggregate base and asphalt concrete

All bidders shall acknowledge receipt and acceptance of Addendum No. 1 in the space provided on the
Bid Proposal, page 9 of the Contract Documents.

-END OF ADDENDUM NO. -1-
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Brant Wilson
Project Manager
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